
 

 

 
 
 
 
 
 
 
  
 
  

The new MF2000 EVO machining center is designed for processing molds and blocks weighing up to 30 / 40 / 
50 tons, depending on the table version selected. The horizontal travel ensure s comfortable reaching of a 3000 
/ 4000 mm large block with both spindles.    

Tilting ram with IMSA dual -spindle configuration  : 
- Gun drilling spindle . Drilling depth up to  2000 mm, optimal drilling diameter range  4-50 mm solid.  
- ISO50 milling spind le on independent axis.  No operator action is required for the changeover, which is fully 
automatic . 

ISO50 tool changers of various storage capacities are available for the milling spindle [Option].  

Maximum rigidity is ensured by the vertical Gantry  structure, supported both at the bottom and at the 
top/back, now featuring an enhanced design.  

4-sides machining concept : 
- The long transversal movements and the table retraction travel improve access to the workpiece, greatly 
facilitating mold handling.  
- Advanced RTCP for compound angle machining.  
- Single workpiece origin to manage the two spindles for the 4 faces . 

MF 2000 EVO MILLING AND 
GUN DRILLING MACHINE 
Long unmanned machining of giga-tools and large blocks 



 

 

 

 

 

 

 

 

 

 

 

 
   

 

 

MF 2000 EVO 

Specialist s in Precision Gundrilling  

I.M.S.A. srl  - Via Don G. Dell'Acqua, 2/D - 23890 Barzago (Lecco) - Italy 
Tel. +39 031 860444 - info@imsaitaly.com - www.imsaitaly.com 

AXES  
Maximum drilling depth in single operation  V axis  2.000 mm 
Gantry column, horizontal useable travel  X axis 3.000 / 4.000 mm 
Headstock vertical movement  Y axis  2.000 mm 
Axes feed rate, max.  20.000 mm/min 
Approach stroke of the ram  W axis 600 mm 
Independent stroke of milling quill  Z axis  500 mm 
Total milling head stroke  Z+W axes 1.100 mm 
Ram tilting angle  (infinite position ) A axis + 20° ... - 20° 
Table retraction travel for disengagement  U axis  1.200 mm 
Table rotation radial resolution  B axis 360.000 pos./rev. 

GUN DRILLING SPINDLE  
Optimal drilling dia., min -max, solid  5 - 50 mm 
Gun drilling spindle speed, adjustable   1 - 4.200 rpm 
Gun drilling spindle motor power   15 (S1) kW 
Motor cooling   water & glycol 
Oil passage through the gun drill    up to 120 bar 

ISO 50  MILLING SPINDLE   
Diameter of spindle quill   270 mm 
Milling spindle speed, adjustable   0 - 4.500 rpm 
Milling spindle motor power   45 (S1) kW 
Nominal torque   430 Nm 
Motor cooling   water & glycol 
Oil passage through the tool    up to 50 bar 
Air passage through the tool   6 bar 


